Electric Outboard Motor
‘ The'Momen';um M10 Electric Outboard delivers 10kW of quiet, efficient

: propulsioh—comparable to a 20HP gas outboard—making it ideal for
tenders, workboats, and light-duty vessels. Paired with the
high-performance 72V MB-6 battery, it offers responsive throttle
control, extended runtime,. and low-maintenance operation. Unlike most
electric outboards in its class, the M10 has the pewer to bring many
tenders onto plane, delivering practical speed when it matters most.

No gas. No noise. No emissions. Leave only wake.
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UNMATCHED POWER
Twice the power. Instant torque. Blazing speed with
10kW of next-level performance.

72V ADVANTAGE
More efficient. Runs cooler. Performs better than
any 48V system.

LIGHTWEIGHT DESIGN
Light, quick, and easy—snap it on or off in seconds
with the quick-release mount.

o

PASSIVE COOLING
No pumps. No flushing. No problems.

SMART CONTROL
See more. Know more. Control it all with a vivid
display and integrated GPS.

BUILT TO LAST
Tough where it counts—durable, efficient, and built
for the harshest waters.

ECO-FRIENDLY
Silent. Clean. 100% electric—ditch the gas, keep the
thrill.
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SPECIFICATIONS
Max Input Power 10kW
Shaft Length 15in Short / 20in long
Porp. Diameter 13in
No. of Blades 4

Cooling System
Trip Computer
Weight

Due to our policy of continual improvement, specifications may change without prior notice.

100% External passive seawater
Integrated GPS, Power and Range Display
OBM: 46.5lb / Mount: 15.51b
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