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Power Without the Penalty.
For years, portable electric outboards forced a choice: carry a light 1 kKW motor
that struggles in the tide, or a heavy 3 kW system that requires two people to
mount. The Momentum U2 ends the compromise. By delivering 2.5 kW of

continuous power in a sub-40 Ib frame, we’ve created the ultimate
power-to-weight ratio for the modern boater.

Why kW Matters: Unlike "peak" or "boost" ratings that fade when you need
them most, the U2 provides 2.5 kW of sustained thrust. Whether you are
fighting an outgoing tide or pushing a 2,500 Ib sailboat, the U2 delivers the
torque to get you home.

The Power Density Battle

67 Watts per Pound 44 Watts per Pound 33 Watts per Pound
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Engineered for the Elements.

The 72V Architecture: Efficiency in Motion. Most portables run on 48V. The U2 utilizes
a high-performance 72V system, allowing for thinner internal wiring, lower heat
buildup, and superior torque. This architecture is what allows the U2 to provide the
"boost" you need to get moving when the boat is heavy or the seas are rough.
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Snap & Go Battery

No messy cables to corrode or
pins to bend. The 1.4 KWh
battery is the interface.

Floating Power

Our proprietary battery casing
is buoyant. If it goes overboard,
it stays on the surface.

Maintenance-Free Drive
No oil, no winterization, and no
impellers. Just rinse and go.

SPECIFICATIONS

Nominal Power (Continuous)
Max Input Power

Shaft Length

Porp. Diameter

No. of Blades

Cooling System

Integrated Battery

Trip Computer

Weight

Top Speed

AN

Sunlight-Readable GPS
The integrated color display

calculates your "Miles-to-Empty" in
real-time, removing range anxiety.

2.5 kW (5 HP Gas Equivalent)
25 kW

15in Short / 20 in long

9.8in

2

AN

Multi Position Mount
Mount your Momentum OBM in
seconds and easily adjust trim
with our single-lever action.

100% External passive seawater
1.4 kWh (1,400 Wh) High-Energy Li-ion
Integrated GPS, Power and Range Display

37.5 Ibs (Motor + Battery)
~10.5 mph (on light watercraft)

Due to our policy of continual improvement, specifications may change without prior notice.
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